
UV/Vis Nano 
Spectrophotometer

Cuvette and nano volume samples

Single wavelength & spectrum analysis 

Wide wavelength (190 - 1,100nm)

Auto pathlength correction

Features
Stand-alone system with easy-to-use 7.0 

LCD touch screen

Simple data backup using USB

Simple and miniature design

T&C Apply.
Promotion valid until 31st December 2021.

Place your order with us today!
Live Chat!

+ 1 set of Pipette Starter Kit (NT-10, 
     NT-200, NT-1000) with Filter Tips 
+ 1 box of Cuvettes (100/ per box)

Ordering P/N: Nabi-Promo
RM29,800
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Protocol

General Specification

Xenon Flash Lamp

CCD (2,048 Pixels), (reference beam available)

±1 nm

190 – 1,100 nm

0.3 nm

5 sec

1 µl

0.01 – 1.2 mm (Auto-ranging)

Light Source

Detector

Wavelength Accuracy

Wavelength Range

Spectral Resolution

Measurement Time

Minimum Sample Size

Path Length

No. 7-1 to 7-4, Jalan SP 2/7 Taman Serdang Perdana,Seksyen 2, 43300 Seri Kembangan, Selangor, Malaysia

+603-8943-3252 custcare@apicalscientific.com+603-8943-3243

For orders and enquiries, please contact us:


